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World’s foremost manufacturer 
of fine REP WOOD PRODUCTS 


Architectural Quality 


LUMBER COMPANY 


YEAR! 


t 


VERTICAL GRAIN 

Used in all Palco Resawn Siding, also available in other 
patterns. Finest in weathering and paint holding properties. 


FLAT GRAIN 

Available in Rustic and T&G, with patterns cut from bark side 
to resist “shell-out.” Often selected for handsome grain figure. 
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Architectural Quality 


ff CERTIFIED KILN DRIED” 

PLUS PALCO PROCESS ASSURES 
MOISTURE EQUILIBRIUM 

When properly dried , redwood has less 
shrinkage and swelling, more dimen¬ 
sional stability than any other domestic 
commercial wood. Air drying or quick 
kiln drying alone won’t satisfy Pacific’s 
standards. Palco Certified Dry means 
that proper humidity is distributed 
through each board by this rigid se¬ 
quence of three important steps: 

1—Selective air drying up to 24 months 
according to green weight brings all lum¬ 
ber to specified humidity range before it 
enters the kiln. 

2 — Controlled kiln drying, depending on 
condition and thickness, from 6 to 25 
days at specified temperature progres¬ 
sively applied. 

3 — Palco adds a third step. When the 
board’s center approaches moisture equi¬ 
librium, surfaces are too dry, and would 
be distorted by re-absorbing moisture 
from air. Palco Redwood is therefore left 
in the kiln for an extra process to bring 
surface moisture back to equilibrium — 
producing the most stable lumber known. 


ONLY THE TOP GRADES 

Clear Heart, the very finest available, or 
A Grade, in strictest accord with grading 
rules of the California Redwood Asso¬ 
ciation, are the only grades considered 
worthy of the term Palco Architectural 
Quality - and it is not sold in mixed 
grades; assuring uniformity. 

ALL PALCO RESAWN SIDING 
IS VERTICAL GRAIN 

Because flat grain tends to “shell out” or 
separate on the heart side, and because 
every other piece of resawn flat grain 
would have its surface on the heart side, 
Pacific insists that all Palco Architec¬ 
tural Quality resawn siding must be from 
vertical grain blanks. Its grain can never 
raise, since vertical grain angle never ex¬ 
ceeds 45° from the vertical. 

PATTERN CUT ON BARK 
SIDE OF FLAT GRAINS 

Flat grain is often desirable for appear¬ 
ance or service. Unlike vertical grain, it 
has but one face — the bark side. Grain 
on the reverse side tends to “shell out” 
when exposed to weather. Pacific recog¬ 
nizes this fact and exercises every possi¬ 
ble control to assure the pattern being 
cut on the proper face. 


REDWOOD 


PALCO Architectural 
Quality Redwood is 
sold only in these 
TOP FOUR GRADES: 

LOOK FOR 
THESE 
IMPORTANT 
GRADE MARKS 

...with PALCO, you can 
be sure of highest 
uniformity of grade 


Specify these versatile patterns and sizes 


Specialization in these most wanted pat¬ 
terns and sizes provides manufacturing 
economies—which together with the most 
modemly equipped redwood manufac¬ 
turing facilities in the world — explains 
why Palco Architectural Redwood pro¬ 
vides higher uniform premium quality at 
no extra premium in cost. Many other 
patterns are available, but may be sub¬ 
ject to considerable delay in delivery. 
Patterns shown here are maintained in 
stock to the full extent possible. 

• For natural untreated weathering, or 
where high resistance to termites or 
moisture effects is required, specify 
Clear Heart. 

• For painted or otherwise protected or 
sheltered surfaces, either Clear Heart 
or A Grade may be used. 


Palco Architectural Quality Redwood 
Resawn Siding is also available mill- 
treated with penetrating water-repellent 
“Wood Life” for moisture control. 


PLAIN RESAWN "BEVEL” and 
"BUNGALOW” SIDING 

All V.G. (Vertical Grain) S1S2E 
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SPECIFIED 

PATTERN 

ACTUAL DIMENSIONS 

TYPE 

SIZE 

NO. 

A 


Plain 

V 2 " x 4" 

320 

3 Vi" 

’%2" 

Bevel 

Va"x6" 

322 

5 Vi" 

’%2" 

Siding 

V 2 " x 8" 

323 

7i/ 2 " 



5/g"x6' r 

355 

W” 

yi6^ 

Plain 

5 /«"x 8" 

326 

7V 2 " 

9 /l6" 

Bungalow 

Vs" x 1 0" 

327 

9 Vi ” 

9 /W' 

Siding 

3 /i" x 8" 

330 

7 Vi" 

3 A" 


3 / 4 " x 10" 

331 

91 / 2 " 

3 A" 


3/ 4 " x 12" 

332 

IIV 2 " 

3 4" 


SPECIFY: “Palco Clear Heart V.G.” or “Palco A 
Grade V. G.” 


APPLICATIONS: Exterior horizontal siding, or 
for special interior effect. Heavy shadow line 
and slanting surfaces provide high design in¬ 
terest. 


RABBETED RESAWN "BEVEL” 
and "BUNGALOW” SIDING 

All V.G. (Vertical Grain) S1S2E 




SPECIFIED 

PATTERN 

ACTUAL DIMENSIONS 

TYPE 

SIZE 

NO. 

A 

B 

C 

Rabbeted 

Vs" x 4" 

340 

31 / 2 " 

9 /l6" 

*6" 

Bevel 

%"x6" 

352 

51 / 2 " 

9 /ia" 

Yia" 

Siding 

3/e"x8" 

353 

7Vj" 

9 /,6" 

¥uT 

Rabbeted 

3 / 4 " x 6" 

371 

51 / 2 " 

”/l6" 

%2" 

Bungalow 

3 / 4 " x 8" 

372 

7 Vi" 

”/l6" 

%2" 

Siding 

3 / 4 " x 10" 

373 

9 Vi" 

'YuT 

%2" 


SPECIFY: “Palco Clear Heart V.G.” or “Palco A 
Grade V.G.” 

APPLICATIONS: Versatile exterior horizontal 
siding offering weather-tight lap protection in 
severe exposure, and full contact with studs or 
sheathing. Shadow line and slant is less pro¬ 
nounced than with equivalent plain resawn 
patterns. Also used for interior effects. 


Copyright 1959 by The Pacific Lumber Company 
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the standard of comparison 




Vertical Grain Clear All Heart 
is the very finest available. 
Grain cannot exceed 45° from 
the vertical. It has the rich 
redwood colorings throughout, 
and provides full benefit of the 
exclusive combination of fea¬ 
tures offered only by heart 
redwood. 


This is a selected grade of Ver¬ 
tical Grain containing some 
clear sapwood. It is unsur¬ 
passed as a paint surface, and 
is sometimes desirable for nat¬ 
ural color contrasts, where 
the more durable qualities of 
heart are not essential. 



This is the finest flat grain 
available, with full benefit of 
all heartwood qualities. Palco 
Architectural Quality features 
the pattern surface of the 
board cut from the bark (a) 
side of the board, so that raised 
shell grain cannot occur. 



Where all clear heart quality is 
not required, or where painted 
surface is indicated or color 
variation is desirable, A Grade 
which contains some sapwood 
may be specified. Palco Archi¬ 
tectural Quality again insures 
controlled manufacture, fea¬ 
turing pattern run on the bark 
(a) side to prevent shellout. 


for exterior and interior design 


) V-RUSTIC S4S 



TYPE 

SPECIFIED 

SIZE 

PATTERN 

NO. 

ACTUAL DIMENSIONS 

A 

D 

V 

1" x 6" 

293 

5 Vj " 

5" 

Rustic 

l"x8" 

294 

71/2" 

7" 

Siding 

1" x 10" 

295 

91 / 2 " 

9" 



SPECIFY: “Palco Clear Heart (or A Grade) flat 
grain cut with face toward bark side” or “Palco 
Clear Heart V.G. (or A Grade V.G.)” 

APPLICATIONS: Ideal for horizontal or vertical 
exterior and interior applications. It offers the 
advantages of sturdy joints that are not easily 
damaged, easy application, and choice of flat or 
vertical grains. 


T & G CEILING PATTERN 
V1S-S2S 



TYPE 

SPECIFIED 

SIZE 

PATTERN 

NO. 

ACTUAL DIMENSIONS 

A 

D 

T&G 

1" x 4" 

209 

31 / 2 " 

31 / 4 " 

Ceiling 

l"x6" 

211 

5’/2" 

5’A" 

Pattern 

1" x 8" 

212 

7 V 2 " 

7 Va ” 


1"x 10" 

213 

91 / 2 " 

91/4" 


SPECIFY: “Palco Clear Heart (or A Grade) flat 
grain with face toward bark side” or “Palco 
Clear Heart V.G. (or A Grade V.G.)” 

APPLICATIONS: For exterior or interior, hori¬ 
zontal or vertical application, T&G offers maxi¬ 
mum weather-tight quality. Clean V pattern 
gives subdued accent to direction in which 
boards are laid. For flat surface effects, boards 
may be reversed.* 


COMBED T & G-S2S 
(with V Pattern on back) 



TYPE 

SPECIFIED 

PATTERN 

ACTUAL DIMENSIONS 

SIZE 

NO. 

A - 

D 



Combed 




1" x 4" 

with 

31/2" 

S’/*" 

Combed 


209 back 


T&G 

Ceiling 

Pattern 

1" x 6" 

Combed 

with 

51/2" 

51/4" 

(With V 


211 back 



on back) 

1" x 8" 

Combed 

with 

212 back 

71/2" 

71 / 4 " 


Note: Combed pattern matches at joints 
with mixed widths. 


SPECIFY: “Palco Clear Heart (or A Grade) flat 
grain with face toward bark side” or “Palco 
Clear Heart V.G. (or A Grade V.G.)” 

APPLICATIONS: Exterior or interior, horizontal 
or vertical use gives heightened linear pattern 
effect. Combed pattern matches at joints with 
mixed widths. Boards may also be reversed* to 
show V pattern, often effective as contrast in 
design, while avoiding need for mixed pattern 
purchase. 


♦Where exposed to weather, vertical grain should be specified to 
avoid shellout which might occur with “wrong” side of flat grains. 























































Corners stay tight 
Boards stay flat 
Nailing stays put 
Paint lasts longer 
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Redwood exhibits these 
potential values only after skilled 
processing from forest to homesite. 
The more obvious values of beauty 
in color and grain and ease of work¬ 
ability also depend on experienced 
manufacture, handling and shipping. 



20-year-old Midwestern 
home demonstrates per¬ 
manence of good design 
and the “hidden values” 
you can count on in Palco 
Architectural Quality Red¬ 
wood. 


40,000 visitors per year 
see for themselves, at 
our Scotia mill, how 
the most modern equip¬ 
ment and methods as¬ 
sure extra premium in 
quality at no extra pre¬ 
mium in cost. 



Since its founding, over 90 years 
ago, The Pacific Lumber Company 
has emerged as the oldest redwood 
producer because PALCO Redwood 
has earned the reputation for deliv¬ 
ering these premium values with I 

f 

unsurpassed uniformity—at no extra ^ 
premium in cost. 

For PALCO has constantly pio¬ 
neered efficient flow-line methods, 
scientific seasoning and kiln drying, 
improved equipment, and personnel 
policies which keep skilled and re¬ 
sponsible experts on the job from 
apprenticeship to retirement. 

These are the ingredients which 
make up both the visible and “hid¬ 
den values” you expect in redwood 
—and you get in PALCO Architec- J 
tural Quality Redwood. ^ 

Less than one tenth of one per 
cent of U.S. lumber production, and 
only slightly over 3% of all redwood 
can qualify as Palco Architectural 
Quality — even though it is produced 
in the largest plant in California’s 
redwood area, cutting about 500,000 
board feet per day. 
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THE PACIFIC LUMBER COMPANY 

Mills at Scotia, Eureka, and Elk, California f* 

100 BUSH STREET, SAN FRANCISCO 4, CALIF. 

35 E. WACKER DRIVE, CHICAGO 1, ILLINOIS 
2185 HUNTINGTON DRIVE, SAN MARINO 9, CALIF. 


49M 8-59 Litho in U.S.A. 


Bulletin No. 901 
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